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Using EpsonNet Config

Using EpsonNet Config

Product Functions

This product allows the network administrator to detect devices (such as printers, scanners, copy systems, and so
on) or wireless print adapters on the network, and then setup or change functions for the network devices
individually or as a batch. The administrator's workload can be reduced by performing batch setups for multiple
devices on the network.

O You can make settings or changes for individual network devices or all network devices as a batch.

0 You can output configuration information for the network device as a SYLK format file. Because the SYLK
format is supported by Microsoft Excel, the user can make batch settings or changes to the configuration
information for multiple devices.

U For multi-function printers, you can import an abbreviated number for the fax or the email allowing you to
save, edit, or export (for supported models only).

0 The administrator can set a password to protect the network device's configurations.

O You can simplify device management by registering the device to My Device.

0 Aswell as devices on the local network, you can also make settings or changes to devices on an external network
(you need to change Search Parameters).

Note:

U The batch setting function is only available for Windows versions.

U In the EpsonNet Config Portable edition, the log file is deleted when the application is closed.
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Workflow

First Time

Make device settings one at a time

£ “Setting or Changing Devices One at a Time”
on page 7

Make batch settings for multiple devices

£ "Making Batch Settings for Devices (Windows Only)” on
page 18

Change the device's settings

) 4

Create a file outlining the settings

£ “Creating a SYLK file to Describe the Settings” on page 12

v v

Automatically assigned

£ “Assigning information
automatically” on page 18

Manually assigned

£ “Assigning information
from settings one at a time
(Manually assigned)” on
page 23

Make device changes one at a time

£ “Setting or Changing Devices One at a Time”
on page 7

Make batch changes for multiple devices

£ “Making Batch Settings for Devices (Windows Only)” on page
18

) 4

Create a file outlining the settings

£ "Creating a SYLK file to Describe the Settings” on page 12

v v

Automatically assigned

£ "Assigning information
automatically” on page 18

Manually assigned

£ "Assigning information
from settings one at a time
(Manually assigned)” on
page 23
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Restore the device's settings

Restore the device's settings one at a time Restore the settings for multiple devices as a batch
£ "Setting or Changing Devices One at a Time” £ "Making Batch Settings for Devices (Windows Only)” on page
on page 7 18

v

Create a file outlining the settings

£ "Creating a SYLK file to Describe the Settings” on page 12

\ 4 v

Automatically assigned Manually assigned

£ “Assigning information £ “Assigning information

automatically” on page 18 from settings one at a time
(Manually assigned)” on
page 23

The following section provides a detailed explanation for how to make each setting. This guide focuses on making
network item settings for network-connected devices.
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Setting or Changing Devices One at a Time

This section explains how to configure one device at a time using EpsonNet Config.
Start EpsonNet Config, and then change Filter to Network-connected devices.

The default is (All). For inkjet label printers, select USB-connected devices and COM-connected devices if
necessary.

EpsonNet Config E‘Eﬂ

|Dew:e@ Display(t) Tools{(T} Help(H) |

¥= EpsonNet

" Config
G Refresh +
— )] —

Model Name MAC Address IP Address Networkconnected devices

[Oketeeeed J0000000C0NK HR0000C0000

1000000 0000000000 300000000000

@:0000000 FEEEEEEEEE TS SOCCGO 00U

©)000000 0000000000 300000000000

Press the [F5] key to refresh, Ready

Select the device you want to configure.

If the device is not displayed, check that the device or wireless adapter is turned on, or if the same segment as
the computer has the device or wireless adapter. Set Tools - Options - Search Parameters to display devices
outside the local network, or COM-connected devices.

EpsonNet Config EIM

[ Device(D) Display(y) Tools@) Help(H) |

r== EpsonNet

= _Config b
S [ _ _ :
t Refresh é Configuration g || Launch Browser Fiter:| Network-connected devices

Model Name MAC Address

A~ .

IP Address

Press the [F5] key to refresh. Ready
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a

Note:

If the model name is not displayed. ..

The model name may not be displayed if the IP address for the network I/F stays at the default setting
(192.168.192.168). In this case, you need to determine the device using the MAC address. Although you can
check the MAC address on the network status sheet, for scanners and inkjet label printers you can check the
sticker on the base of the network I/F. Some ink jet printers can also be identified on the control panel.

Due to page printer model specifications, the default IP address (192.168.192.168) cannot be used on a
network. Make sure you match the device to the current environment and change the IP address.

Devices that use wireless LAN, such as inkjet label printers, may not be displayed because their default setting
is ad-hoc mode. In this case, set the computer’s wireless LAN environment to ad-hoc mode.

When identifying and selecting devices with the same model...

Use the MAC address to distinguish between multiple devices with the same model. Although you can check
the MAC address on the network status sheet, for scanners and inkjet label printers you can check the sticker
on the base of the network I/F. Some ink jet printers can also be identified on the control panel.

When displaying devices outside the local network or zone...
When the device is outside the computer’s local network, click Tools - Options - Search Address, and set the
search address on the Search Address screen to display the device.

After selecting the device, you can start the Web-based EpsonNet Config by clicking Launch Browser. If you
cannot start by clicking Launch Browser, check that the IP address has been changed from its default setting,
or that the IP address is not all ready in use.

To register to My Devices...

Select the device you want to register, and then click Device - Register to My Device or right-click to display
Register to My Device, and register the device. When registered, a star appears on the product name icon. This
is useful for managing a specific device because only devices that you have registered in Filter are displayed
when you register your device.

Click Configuration.

§E EpsonNet Config = | B |

[ DevicelD) Display(¥) Tools(T) Help(H) |

2= E Net
s EpsonNe
| " config e S

e Refresh él' Configuration | 4 || Launch Browser Filter: | Networkcconnected devices

Model Name MAC Address 1P Address

Press the [F5] key to refresh. Ready
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When the password entry screen is displayed, enter the password, and then click OK.

==

Password

Device Logon
Enterthe curent administrator password.

Fassword:

n If the Wi-Fi screen is available, make the necessary settings. If it is not displayed, go to step 5.

Set the Wi-Fi information for the device.

The display items differ depending on whether the access method is wired or wireless. When connecting
wirelessly, set the Wi-Fi items if necessary.

The Network - Basic or Network - Security screen is displayed depending on the model.

See the following for the setting methods for each screen.

5 EpsonNet Config Online Help

E Scanner Informatic| |
Scan Count
' Quiet Mode
= Network
£ Information
Basic
Administration 1
WITed CAN
Wi (Detaile) )
TCR/IP
- Basic
- Basic (IPv6) 1
- Basic (IPv6) 2
- DNS (IPv6)
- Bonjour
r Internet

Device Properties E
& Status | FlEnable wirsless LAN
p Product Info Basic Settings
i Activation Informal
&= Printer Information Infrastructure
- Status E Auta
Consumables In S5ID: Epsantiet = =
Print History _

Security

Security Level

1

None -

Detailed

[ Transmit

J |

Gancel

J

Help

Set other items as necessary.

Set the device to match the environment being used. Displayed items differ depending on the model being

used.

See the following for the setting methods for each item.
5 EpsonNet Config Online Help
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E Click Transmit to set the necessary items.

Device Properties Iéj

B Status = Device Information

~ Product Info MAG Address 4DM4ED2D5
Activation Infermal
(- Printer Information
i status £ Model Name: WF-GBEIR Series

Hardware Versian: 1.00

- Consumables In Softmare kiformation.
“. Print History

= Scanner Informatic|_| Hdentification Information
L. Scan Count
Quiet Mode

- Network

- Information

Location:

. Administration 1
Wired LAN
Wi-Fi
Wi-Fi (Details)
= TCR/IP
Basic
- Basic (IPv6) 1
- Basic (IPV6) 2
- DNS
+ DNS (IPv6)
i Bonjour
PP
SLP
- Infernet

[ Transmit_ | | Gancel | | Help
J

Click OK.

Device Properties @

Check the Epson product to ensure the product is idle. A product malfunction may occur if this process is attempted while the product
is in process to Scan, Print, Fax or if the product's control panel is in settings menu.

This process takes 10 seconds. Do you want to continue?
Cancel

E When the password entry screen is displayed, enter the password, and then click OK.

Transmit the settings.

r §
Password @

Device Logon

Enter the cument administrator password

Fassword

[[ 0K ]][ Cancel

Note:
O The information is transmitted to the device, and then the message "Configuration successfully completed.” is
displayed. Do not turn off the device or the wireless adapter, and do not send any data to the device.

O See the following when setting the password.
£ “Setting an Administrator Password” on page 34

10
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E Click OK.

Transmission is complete,

Configuration successfully completed.

Cument Progress
. |

It can take up to three minutes until the settings are enabled.
Do not turn off the device or wireless adapter during this time.

Click Refresh, and then check that the icons for the settings in list view have changed from gray to blue.

O  If the icons remain gray after three minutes has passed, check the status of the device or the wireless
adapter.

O If the icon changes from gray to yellow, communication with the IP address could not be completed.
Check that the IP address is enabled in the environment being used.

This completes this section.

1
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Creating a SYLK file to Describe the Settings

You can create a SYLK file to describe information for performing batch settings. You can create a SYLK file using
one of the following methods.

Creating a SYLK file by acquiring information from the connected
device (Windows only)

Start EpsonNet Config, and then click Tools - Batch Settings.

The Batch Settings screen opens and a list of available devices is displayed. It may take a while before all
devices, such as devices on a network, are displayed. If the device is not displayed, check that the device or
wireless adapter is turned on, or if the same segment as the computer has a device or wireless adapter.

& EpsonNet Config o
Device(D] Display(V} | [ Tools(1) || Help(H] |
— Options(0}...
s= EpsonN L
*= Config Batch Settings(E)...
= - s
N Refresh & ¢ :ﬂ sune Fiter: (A1) -
Model Name MAC Address TP Address Route
@ xXX-XXX KNHANHKAHHNN AL KREL KRR HRE Wired LAN
@ XXX HRNEARRNERRE AR KR RHEHHE Wired LAN
@ xxx-Xxx% PUEER SR ] KU XKL KN K0 Wired LAN
@ oo RKKARRHAHRE KL HEELKAE AR Wireless LAN
Press the [F5] key to refresh. Resdy
Click File - Save as.
& (No Title) - Batch Settings |
Fil=(F] IDisp\ayM Tools(T) Help(H)
= bices | T Display Setting Inormation | 4% Refresn )
| ces=0
ansmission Result 1P Address Info_MedelName Info_Ma|
LIS T 2R KA NKRL KL K XKK-XHX fr—
Save As(A)... SN KL L 00 O06XXX O
e T ' HRL KRR KRR KKHCXHK ENREHEN
AR, KK R R XK RARHRN
Save transmission result of configurations(E)
Quitp
<[ T N v
Press the [FS] key to refresh, 0 selected All4 items Ready

12
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Enter the file name and select the target folder, and then click Save.

A backup file (*.slk) containing the current settings for all devices is created.

i Save As. T —— LT —— [
. b y
@u-\ij » Libraries » Documents » ol
Organize New folder =+ @
T Favorites — Documents library Arrangeby: Foldes =
P Deskiop Includes: 2 locations 2
B Downloads |\ A pame ‘ Date modified Type Size
% Recent Places
EPSON 7/24/201310:27 AM  Fille folder

4 Libraries
5| Documents
& Music
&= Pictures

B videos

8 Computer
o Win7-DE (C)
= DATA (D) -

File name}  Setting20130724] w
Save as type: | SVLK file (".slk) -]

n Click File-Close, and then close the Batch Settings screen.

.
i (Mo Tite) Bt el — B —e e
File(F) | |Display(V) Tools(T) Help(H)
OB ices Display Setting Informsation ‘ AN Refresh P transmic
il Close(C) =
| snsmission Result [P Address Info_ModelName Tnfo_MAY
Overwrite and Save(s)
T HEAINTER) KA KN LXK XXX ——
Save As(A)... HHHL L XKR-XKK HHHHEHR
] N KL KRR HRE 00CX00C RRHRIRH
KL B0 HERL 00 KXXXKX RRHRIRH
Save transmission result of configurations (€]
Quit(X)
T i v
Press the [F5] key 1o refresh, 0 selected Al 4 items Ready

Open the saved SYLK file in a spreadsheet application (such as Microsoft Excel) or in a text editor.
Setting information is entered in each row. Each row contains the settings for each individual device.

Explanations for the setting items is provided on the following page.
£5° “Setting Items for the SYLK File” on page 35

1 2 3 4 5 g 7
1 [Info ModelMame JCF’IF"IPAddressAum TCPIP IPType_APIPA  TCPIPIPType PING TCPIP IPAddress  TCPIP SubnethMask TCPIP Gateway
v
(o]

v

2 |LP-M5300 1 1 1821680182 2552552550 255255255 255
3 |WF-3540 Series 5 o] #NULLH 1821680231 2552552550 152168.01

4

5

13
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E You can change settings or add a new row and enter setting information for a new device, and then save the
file.

A B (9] D E F G
1 Info_MaodeIName delre 0 aes, TCPIP Subnetilask  TCPIP Gateway
2 LP-M5300 255.255.255.0 255.255.255.255
3 WF-3540 Series 255.255.255.0 19216801
4
5

Note:
Security items, such as passwords, or read-only items are not output.
When making a batch change to the Administrator Password, add an "AdminNewPassword" column to the SYLK file,

and then enter the new password. Also, if you wan to automatically authorize the new password (without having to enter
a password confirmation), add a column called "AdminCurrentPassword”.

This completes this section.

14
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Creating a SYLK file based on the template (Windows only)

This section explains how to create a SYLK file based on a TCP/IP template.

Start EpsonNet Config, and then click Tools - Batch Settings.

@ EpsonMNet Config el
Options(0)...
s= EpsonN E EPSON
~ Config Batch Settings(B)...
I = -
¥ Refresh & Corfiguration g Launch Bronser Fiter: [ (A1) -
Model Name MAC Address 1P Address Route
@ K006-XKX HHOOO KL KK KK MR Wired LAN
@ XXX-XXX HECHANNREK HHKL KKK KIOLNKK Wired LAN
@ xo0-xxx HHHHUHKHENNN HHHLHHHLKKHL 00 Wired LAN
@ xxx-Xxx HEXKHANUNEK HEN. KKK MR, KKK Wireless LAN
Press the [F3] key to refresh. Ready
| /]

Click File - Save Template File - TCP/IP settings.

-
Setting20130724,5lk - Batch Settings o 0.
File[F] || Display(V) Tools(T) Help(H]

Cr i ices Display Setting Information | ¥ Refresh E
Clese(C) —
Result 1P Address Info_ModelName Tnfo MA|
Overwite and Save(5) R O KKK B
Sl RN HERL KRR RO OO0 RN KAHHKAN
Save Template File(T) , Al settings LR M
WK KGR KRR
Save transmission result of configurations(€) TCPAP settings
e i Default Settings
O i v
Press the [F5] key to refresh, 0 selected Alld items Ready

15
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Enter the file name and select the target folder, and then click Save.

A SYLK file (*.slk) containing the TCP/IP related items written is created.

—

TiSaveAs. W — T —
@Qr‘ﬂ » Libraries » Documents »

Organize ¥ New folder = @

W Favorites — Documents library
Bl Desktop Includes: 2 locations
i Downloads

Arrange by Folder ~

2| Name ’ Date modified Type Size
% Recent Places
EPSON 7/24/201310:27 AM  File folder
4 Libraries
|Z] Documents
& Music
& Pictures

B videos

M Computer
a Wir7-DE (C)
(s DATA (D) -

leaﬂam{ Setting20130724] %

Save as type: | SYLK file ("islk) )

B ekt

n Open the saved SYLK file in a spreadsheet application (such as Microsoft Excel) or in a text editor.
Enter the MAC address and values such as IP address, subnet mask, and default gateway for each row.

1 2 3 4 5 [&] 7 i}
1 Info_MACAddress AdminCurrentPassword  TCPIP [PAddressAuta TCPIP IPAddress TCPIP SubnetMask TCPIP Gateway  TCPIP IPType APIPA TCPIPIPT T
2 |0000HHHHO00! 5182.168.020 255.265.255.0 182168.01 0 o]
3 | 0000XXXH0002 1 #NULL# #NULLH HMULL# 1 #NULLE %
4
5

Note:
If you do not want to set a value, enter "#NULL#".

Save the file.

This completes this section.

16
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Creating a new SYLK file

Using the MAC address and model name as the keys, you can create a new SYLK file to set the IP address.
Open a spreadsheet application (such as Microsoft Excel) or a text editor.

Enter "Info_ MACAddress", "Info_ModelName", and "TCPIP_IPAddress" in the first row as the setting item
names.

Enter setting items for the following text strings. To distinguish between upper case/lower case and
double-byte/single-byte characters, if only one character is different, the item will not be recognized.
Enter the setting item name as described below; otherwise, EpsonNet Config cannot recognize the setting
items.

Info_MACAddress Info_ModelName TCPIP_IPAddress

Enter the MAC address, model name, and IP address for each network interface.

Info_MACAddress Info_ModelName TCPIP_IPAddress
0000XXXX0001 ALC-XXXXX 192.168.100.102
0000XXXX0002 ALC-XXXXX 192.168.100.103
0000XXXX0003 ALC-XXXXX 192.168.100.104

n Enter a name and save as a SYLK file (*.slk).

This completes this section.

17
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Making Batch Settings for Devices (Windows Only)

This section explains how to make batch settings for multiple devices using EpsonNet Config.
See the following for explanations of each item on the Batch Settings screen.
5 EpsonNet Config Online Help

Assigning information automatically

Start EpsonNet Config, and then click Batch Settings.

& EpsonNet Config E=Rfal x|
—_—
Device(D) Display) Help(H) |
-_g EpsonN =
” Config "
=
Refresh % g e Fiter: (Al -
S S (i
Model Name MAC Address 1P Address Route
@ ro0cxnx RNHNHHRNR KRS HAKLAHEL KM MY Wired LAN
@ X0X-XXX KNHKHKINHAR UL 0L KU Wired LAN
@ oo HARAREN AR KUH. KKK HHK. KKK Wired LAN
@ xXX-XxX KNHKHRIN MR NN KX KK, XHK Wireless LAN
.2 Click Open.
G [No Title] - Batch Settings =R X

File(F) Display(l) Tools(D) Help(H)

|_1/ Open llj Overwrite and Save % Display Devices ﬂ Display Setting Information ‘ ¥ Refresh E

ErTra— Process Status Transmission Result P Address Info_ModelName Info_MA
@ Acquire Current Setting Value  Assign Successful AR, KRR RER R XKK-XXK RRKHIK
@ Acquire Current Setting Value  Assign Successful ML AR KRS XX RRKNAAK
@ Acquire Current Setting Value  Assign Successful KRR KKK, KKK RNE XXX-XXX KRXRRRY
@ Acquire Current Setting Value  Assign Successful KRR 0L KHNL X KHK-HKK AR

18
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Select the SYLK file (*.slk) containing the settings, and then click Open.

= T — o]
G Open File - g ——— — — ._ - e
O\J [[E] » Libraries » Documents » - [ 4 || Searcn D o
Organize ¥ New folder =y 0 @
r Favorites ~, Documents library e i ki
M Desktop Includes: 2 locations
& Downloads Naime S Date modified Tope Sae
%] Recent Places |
b ERSQOR Z24.200210:27 and__Eile folder
5.2 || net_sample.slk 7/24/201310:10 AM  SLKFile 13 k8|
i Libraries =4 2 SShINE, =
e T SeTNGZUTS0TZAEIR TTETEOTS IO AT ST TR
& Music =
=/ Pictures
B videos
8 Computer
= Win7-DE (C:)
= DATA (D)
s WinT-ES (E)
o WinT-FR(F) -
File name: et sample.slk - | SviKfile ("slk) -
Coneel
e J)

n Select the devices for which you want to perform batch settings with the Status column set to Unset, and the
Process Status set to Assign Successful.

When making multiple selections, press Ctrl or Shift and click or drag your mouse,

- .
G net_samplesik® - Batch Settings o o

File(E) Display(t) Tools(D) Help(H)

Liti Open =, Overwrite and Save % Display Devices Display Setting Information | 45 Refresh E Transmit
Status Process Status Transmission Result 1P Address Info_ModelName Info_MA
Unset Assign Successful XXX-XAX
: Assign Successful
(&) Setting Value Matc ssign Successiul AR AR 2
B Unset Assign Successful RO RN ML MO XXX HHENNH

Information transmission status

Icon Status Process Explanation
Status
& Unset Assign The information file has been read successfully, and the
Successful information has been assigned. Assigned information can be

transmitted to each device.

29 Unset Setup Failed Cannot perform setup. Check the status of the connected device.
Also, check the description in the settings file.
Information can be sent.

@ Setup Setup Information transmitted successfully and reboot performed.
Complete Successful

@ Setting Value Assign Setting values are the same as the read-in settings file.
Match Successful Although information can be transmitted, setup has already

been performed and so the information does not need to be
transmitted.

@, Acquire Assign Current settings have been acquired from each device.
Current Successful Although information can be transmitted, the settings are the
Setting Value same as the current device and so the information does not need

to be transmitted.

19
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Information cannot be transmitted

Icon Status Process Status Explanation
& Unassigned Information cannot be assigned to each device using the read
settings file.
Unassigned Assign Failed Assignment failed. !
Unset Searching Searching for the device indicated in the settings file. 2
Setup Complete | Searching Searching for the device indicated in the settings file. 2
Setup Complete | Rebooting Rebooting after successful transmission of settings.

¢e® (000

Unset Search Failed Cannot find the device. Check that all devices are turned on. "2
Cannot Set Invalid Check There is an error in the setting file descriptions. Follow the steps
Results below to check the descriptions.

1. Double-click the device that contains the error to open the
Display Details screen, and then check items in Check Results
that are marked as NG.

2. Double-click the NG item and correct the setting directly, or
correct the setting file contents, and then start again from step
2.

©

Setup Complete

Search Failed

A timeout occurred while searching for the Setup Complete
status. 2

©

Setup Complete

Reboot Failed

Cannot confirm the device after transmitting settings. Check
that the device is turned on, or if it has rebooted normally.

*1 Only when the device is displayed.
*2 Only when setting information is displayed.

Click Transmit.

G net sample.slk® - Batch Settings

=

File) Display) Tools(D) Help(H)

-4 ~%
[~ Open |[~==, Overwrite and Save
=y

% Display Devices |[:=" | Display Setting Information

N Refresh E Transmit

Status Process Status
) Uncet
L Unset
@ Setting Value Match

) Unset

Assign Successful

Assign Successful
Assign Successful
Assign Successful

Transmission Result P Address
i

Info_ModelName Info_MA
¥ %

HERRRRK
KHRHRRA

HERLHEKLRRRRRE XXK-XKXK
HEE LN KOG

|

n 3

1 selected All4 items Ready

Press the [F5] key to refresh,

E When the password entry screen is displayed, enter the password, and then click OK.

20
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Transmit the settings.

r A
Password ﬂ

Device Logon

Enter the cument administrator password.

MAC Address:  00D048D2DD32

Fasswora:

[ oK ][ Cancel

Note:
O The information is transmitted to the network I/F until the progress mater is finished. Do not turn off the

device or the wireless adapter, and do not send any data to the device.

0 See the following when setting the password.
£5° “Setting an Administrator Password” on page 34

Click OK.

-
Transmitting

Device: 000048020092

Status:

141

Cancel

E Check the status of the device you set.

For devices that show & or @ , check the contents of the settings file, or that the device has rebooted

normally.
.

G net sample.sli* - Batch Settings =
FilelE) Display(¥) Tools(D) Help(H)

@ Open % Overwrite and Save % Display Devices Display Setting Information | ¥ Refresh E_ Transmit

Status Process Status Transmission Result  IP Address Info_ModelName Infa_MAY

| % Unset Assign Successful HHM. KHEL KHOL O XKX-XXX

@ setup Complete Setup Successful Completed RN KHR L R 000X HKRHERAK

-@Settmg Value Match Assign Successful RN 0 R OOC-XXK KU R
®Unset Assign Successful KRR KNRL KKR KRN XXK-XXX HRHERRH
< i »
Press the [F5] key to refresh. 0 selected All4 items Ready

! — —

Icon Status Process Status Explanation

21
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©

@ Setup Complete | Setup Setup completed normally.
Successful

a Setup Complete | Rebooting When information has been transmitted, each device needs to
reboot to enable the settings. A check is performed to
determine whether or not the device can be connected to after
rebooting.

@, Setup Complete | Reboot Failed Cannot confirm the device after transmitting settings. Check
that the device is turned on, or if it has rebooted normally.

a Setup Complete | Searching Searching for the device indicated in the settings file. *

Setup Complete | Search Failed Cannot check devices that have already been setup. Check that

the device is turned on, or if it has rebooted normally. *

* Only when setting information is displayed.

This completes this section.
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Assigning information from settings one at a time (Manually
assigned)

Create a file describing the IP address, subnet mask, and the default gateway, and select one device at a time to make
settings.

Create a file outlining the settings

Open a spreadsheet application (such as Microsoft Excel) or a text editor.

Enter "TCPIP_IPAddressAuto", "TCPIP_IPAddress", "TCPIP_SubnetMask", and "TCPIP_Gateway" in the
first row as the setting item names.

Enter setting items for the following text strings. To distinguish between upper case/lower case and
double-byte/single-byte characters, if only one character is different, the item will not be recognized.
Enter the setting item name as described below; otherwise, EpsonNet Config cannot recognize the setting

items.
TCPIP_IPAddressAuto TCPIP_IPAddress TCPIP_SubnetMask TCPIP_Gateway
Note:
Create a file without MAC address information. Because the MAC address is automatically set as the key for use
by default, information is assigned automatically when a MAC address is found, and manual assignment cannot
be performed. You can change the automatically assigned keys for use in Tools - Options - Auto Assign - Auto
Assign Key Settings on the Batch Settings screen.

Enter the values in each row.

"TCPIP_IPAddressAuto” specifies the setting method for assigning the IP address. If the setting value is "5",
the static IP address is manually assigned.

TCPIP_IPAddressAuto TCPIP_IPAddress TCPIP_SubnetMask TCPIP_Gateway
5 192.168.100.102 255.255.255.0 192.168.100.101
5 192.168.100.103 255.255.255.0 192.168.100.101
5 192.168.100.104 255.255.255.0 192.168.100.101

n Enter a name and save as a SYLK file (*.slk).

This completes this section.
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Reading the configuration file and making settings one at a time

1 Start EpsonNet Config, and then click Tools - Batch Settings.

f EpsonNet Config

2 Click Open.

¥ Refresh Fiter: (Al x
Model Name MAC Address IP Address Route

@ x06-xxx HENKLEENNHRY RN N HEEL RN Wired LAN

@ XXX-XXX HEMHHANH A RHL KO0 KKK Wired LAN

@ xouexxx NHHHUNHNHNNA KL XML KK XM Wired LAN

@ x0x-xxx EEERECEEREEE HHN. KK XK, HHK Wireless LAN

(Ne Title) - Batch Settings

[E=EEER)

File() Display(¥) Tools(I) Help(H)

i

% Display Devices Display Setting Information

AN Refresh E Transrmit

Status Process Status Transmission Result 1P Address Info_MedelName
® Acquire Current Setting Value  Assign Successful AL UL KM XXX
© Acquire Current Setting Value  Assign Successful HEN. RENL KRR HRE XOOGXXK
@ Acquire Current Setting Value  Assign Successful WL HEL MR O XXX
@ Acquire Current Setting Value  Assign Successful ML KM MO 006X

3 Select the SYLK file (*.slk) containing the settings, and then click Open.

-
——
G Open File e ——— t

Info_MA
RAHANNH
NHHRHNH
U
IR

GCJ [T5] » Libraries » Documents »

Organize ¥ New folder

 Favorites — Documents library
B Deskiop Includes: 2 locations

i Dapmloads Name Date modified
] Recent Places | _

EPSOR. Z.242012.10:27 AN

Arrange by:

Type Size

Eile falder

Folder =

4 Libraries ‘ | net_sample.slk 7/24/2013 10:10 AM

SLK File 13KB|

B Dotiments [ Serng2uIs0T 24 ST TZATZ00T T0SE AT

o Music
[ Pictures

B videos

8 Computer
o WinT-DE (C)
= DATA (D3)
a Win7-£S (E)
o WinT-FR(E) -

Filename: net_sampleslk

SCRFTE TRE

SYLK file (*.slk) o
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n Click Display Devices, and then select the device you want to set.

When making multiple selections, press Ctrl or Shift and click or drag your mouse,

File(F) Display(¥) Tools(T) Help(H)

Ef Open 5 Overwrite and Save % Display Devices || = | Display Setting Information Q Refresh E_ Transmit
— e J
Status Process Status Tranemizsion Result P Address Info_ModelName Info_MA
" XXHKXX
: Assign Failed
&/ Unassigned Hszign Failed

) Unassigned Assign Failed FHHL 00 KM XXX ]|

Click Tools - Manual Assign.

— — -
@ net_sampleslk - Batch Settings -— - - = B [t

=
File(F) Dlsp\ay(vt Tools(T) | [Help(H)

Ey Open @ ransmit(T) Devices W Refresh P Trensmie
Display Details(D)..

Status Transmission Result P Address Info_ModelName Info_MA|

Display Setting Information

B Unassigned Auto Assign(A) YK
Manual Assign(M)... 1

%) Unassigned Release Assign(R) HEK. KKK KRB KR XXX-XXX HEKKRRK
i XN XXH-XXX

® Unassigned Gptions(0).. ML XML KL HNARHHA

Note:

If you search for a device when the file is open or after opening the file, auto assignment is performed. If the target
setting information has already been assigned to other devices, setting information is not displayed on the
Manually assign setting information screen. Release the assignments from Tools - Release Assign.

E Select the setting information line you want to assign, and then click OK.

r —— al
Manually assign setting information. Pp— - g

Selecting MAC address for device: XXX} XXXXXXXX
[] Create new setting information from the selected device

Status Process Status Transmission Result 1P Address Info_Mo|
.Unass\gnad KRH-KD
&) Unassigned KKK
.Una;s\gned XHX-X)

Unassigned XXK-X?]
UTagsIgned KXK=KT

[ 0K
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Check that Unset is displayed in the Status column and Assign Successful is displayed in Process Status
column.

G net sampleslk® - Batch Settings — - (o o
File(}) Display(¥) Tools(D) Help(H)
@ Open % Overwrite and Save % Display Devices Display Setting Information {‘\. Refrech E_ Transmit
Status Process Status Transmission Result [P Address Info_ModelName Info_MA
Unassigned Assign Failed KL IR R KA KRR
REETigRE TEign Tl XA TR -
|| B unessigned Assign Failed KRN KN K XXX RARHHAN
|
| '
|
|
|
I
o il v
| |Press the [F5] key to refresh. 1 selected All 4 items Ready

E Click Transmit, and then click OK.

This completes this section.
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Registering Different Contacts

You can import e-mail addresses, target folders, abbreviated fax numbers, and so on from a product and edit the
data.

Note:
This function is only available for supported models. See the Epson Web site for more information on supported models.

Editing individually
Select the device you want to configure.

If the device is not displayed, check that the device or wireless adapter is turned on, or if the same segment as
the computer has a device.

Click Configuration.
Click the item you want to edit from Common - Contacts, Administrator Settings - Access Limitation, Scan

- Mail Settings/Target Folder for scanners, Fax - Reception - FAX to Folder/E-Mail, or Fax - Fax Number for
faxes.

=N
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See the following for detailed information for each item.
5 EpsonNet Config Online Help

S o =)
| & racapron o | Bt Contscts
Basic - = ) _
Dinplat Ean. Diete Al

Fax cutput L gl J ) [

Conditions Out

Junk Fax Blockic Import

Save to Inbes: Fils haems:

Confidential Box -
Riport [ry—
Lira
Security
Usser Defauit o

Comman € -
Ermall Sarver = :
Cate/Time Export items: [m, Boms. E
Coritrol Panel All Bams
Timeout Al e information about Gontacts will be exmeorted
External Inkerface 541 4 passmmord. Th poctwmond = raeded whwn y<us ingert the (i
§ Paczword. [ TGaltrn ]

Deefault Mode E

Adrninistrator Narm

Device Properties ) [===)
Printing Format = | | Fax Manber
printer Langusge Displar Groupr [Display all Addesses -
E5C/PS Environmes
ESC/Page Envircar
1 Copy
Copy Operation

1D reat display amgty lines

Edit Qronp Hame.
0010010
-

Default Mode
Administrator Infor
Password

Default Settings I

Click Edit.

This step is unnecessary on the Administrator Settings - Access Limitation screen, Fax - Reception - FAX to
Folder/E-Mail screens, and Fax - Fax Number screen. Go to step 5.

Davice Properties =)
| | & Reception o | Bt Contscts

Basic - :

= =

Conditions Cutp

Juni Fao Blockdn [mport

Save to Inbex Fils haems:

Confidential Bax —
Report ]
Ling
Security
User Defoult —

Comman
Emall Server
Cate/Time Export itoms: Al s, 4
Control Panel All Bme
Timaout Al the nfarmation about Contacts will be exported
External interface et pasirmord, Th pasiemond = b o ingort the i
rw Saving [ — I = ]
= Adminigtrator Settings
Deefault Made et
Administrator Narm
Panel Lock
Accats Limitation
Adrmin Password
Diefault Settings

Exprrl

Trangmit I Carcel Help.
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Select the number you want to edit, and then click Edit Address.

Contacts (Edit)
Hurmber of Bems i Contacks 50 -
Contacts (ot sortsblel
T : T3 Tela
0003 Editable  Mall MAILY mai3 mail3gexc.eps.
0004 Editable  Mail MAILS mais maigexs.eps...
0005 Editable  Mail MAILS mais mail5Eexs.eps...
0006 Editoble  Mail MAILE oS mailsBexc.eps...
0007 Editoble  Mail MAILT mol? mail7 Gexc. eps...
0008 Editable  Mail MAILE maild maTB B eps...
0009 Editable  Mail MAILS mails MG, eps. .
0010 Editable  Mail MAIL1D malld  mallD@exc.ep...
o011
o012
o003
o014
ons
ons
oy -
(=] w0 [
L — — J

E Set each item, and then click OK.

Edit Address

Humber
Hame
Inderx Word

Email Setlngs.
Emad Adress

| Aedd this address 1o " Frequen L™
Greups that Inchade this Address

Number Name Index Word

0053 Email (Group)S3 53

i

! Edil.

| [ =
oK ] Garcel

[]
WAL

Mail Settnes

mail M epsoncop

If all settings are complete, click Transmit.

E When a confirmation screen is displayed, click OK to start transmitting the settings.

Device Properties

==l

@ Check the Epson product to ensure the product is idle. A product malfunction may eccur if this process is attempted while the product
is in process to Scan, Prin, Fax or if the product's control panel is in settings menu.
This process takes 10 seconds. Do you want to continue?

Cancel

E Click OK to complete transmission.

Transmission is complete.

Configuration successfully completed

Current Progress

U 0

This completes this section.
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Making batch settings

Creating a settings file

You can save and edit information for the same item and use it as a backup file that includes security items by saving
it as an encrypted file.

Select the device you want to configure.

If the device is not displayed, check that the device or wireless adapter is turned on, or if the same segment as
the computer has a device.

Click Configuration.

Click the item you want to edit from Common - Contacts, Administrator Settings - Access Limitation, Scan
- Mail Settings/Target Folder for scanners, Fax - Reception - FAX to Folder/E-Mail, or Fax - Fax Number for
faxes.

See the following for detailed information for each item.
25 EpsonNet Config Online Help

n Select an export method.

If you select Export All Items, you need to set a password for the file.

On Administrator Settings - Access Limitation screen, when you click Export in the next step, you can then
select an export format.

This step is unnecessary on the Scan - Mail Settings/Target Folder screens, Fax - Reception - FAX to
Folder/E-Mail screens, and Fax - Fax Number screen. Go to step 5.

Click Export.

Screen for Fax Number.

Device Properties @‘
Printing Format - Fax Mumber
Printer Language Display Group: Digplay all Addresses v][ Edit Group Name ]
ESC/PS Environmel
ESC/Page Environn [F] Do ot display empty lines
Copy .
Copy Operation Speed ... Name Index Number Assign Quick... * &]
Scan S001  ABC admini 0001-0001 01 -
Network Scan 5002 ABC busi... 0001-0002 02
Mail Settings 5003 ABC design 0002-0001 03 Pt
Target Folder S004
Network Interface 3005
Transmit s007
= Reception sooe -
Basic
FAX to Folder Clear All Addresses: Execute
E-Mail L
Communication 3
Details
Fax Number
Administrator Settings
Default Mode
Administrator Infor
Password
Default Settings | |

] i v

Transmit | [ Ganesl | [ Help

E Enter the File Name, and then click Save.
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A SYLK format file is saved with the extension ".slk", and a binary format file is saved with the extension

" "

.ene .

G SaveAs =]

~—
(L) [l « EPSON » Epsonhiet Config [ 43| Search Epsaniiet Conrig

Organize v New folder

7 Favorites MName Date modified Type

B Desktop |7 MatchingTestl 7/26/2011 213 AM  SLK File
1§ Downloads

m

%] Recent Places

d Libraries
[ Documents
o' Music
=) Pictures

B videos

% Homegroup

-1 m v

[F\I&nams: FAX_Mumber_120208 l -
Save as type: {SVLKﬁIE (*.slk) ']

Open the SYLK file you saved in a spreadsheet application such as Microsoft Excel or in a text editor, and
then edit the information.

Do not edit the exported binary file.

1 | 2 3 4 5 B 7
1 |Index Mame Kana FaxMumbe Q01 Qo2 Q03
2 [foo1 ABC admil 0004-000111
3 [ooz ABC buine 0001-0002 g
4 [o03 ABC desig 0002-0001 {
= r
5 [ooe —1]
& (005
A
7 [oos

E Save the edited SYLK format file.

This completes this section.

Reading the settings file

Select the device you want to configure.

If the device is not displayed, check that the device or wireless adapter is turned on, or if the same segment as
the computer has a device.

Click Configuration.
Click the item you want to edit from Common - Contacts, Administrator Settings - Access Limitation, Scan

- Mail Settings/Target Folder for scanners, Fax - Reception - FAX to Folder/E-Mail, or Fax - Fax Number for
faxes.

=N

Click Browse, and then select the file you want to import.
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You need to enter the password when importing a binary file (.ene file).

On Administrator Settings - Access Limitation screen, Scan - Mail Settings/Target Folder screen, Fax -
Reception - FAX to Folder/E-Mail screens, and Fax - Fax Number screen, when you click Import in the next
step, you can then select a file.

Click Import.

Screen for Fax Number.

[ Device Properties ﬂ‘
- Printing Format - Fax Number
Printer Language Display Group Display all Addresses Bl Edit Group Hame ]
~ESC/PS Envirenmel
~ESC/Page Environn [F] Do not display smaty linss
=-Copy
-Copy Operation Speed ... Name Index Number Assign Quick... * [LJ
- Sean S001  ABC admini 0001-0001 01 -
Network Scan 5002 ABC busi... 0001-0002 02
- Mail Settings 5003 ABC design 0002-0001 03 Facte
Target Folder 5004
Network Interface 005
Fax 5006
Basic
~Transmit 5007
[=- Reception 008 -
Basic
- FAX to Folder Clear All Addresses: Execute
- E-Mail 1
Communication 7
- Details
Fax Number
- Administrator Settings
- Default Mode
Administrator Infor
Password
- Default Settings
L F—T— r
[ Tranzmit J [ Cancel ] [ Help
L

E When the "Start Import Wizard Confirmation" message is displayed, click OK.

Start Import Wizard Confirmation @
If data is imported, address data is
replaced with import data and current
changes are cancelled.

Do you want te continue?

o ]

Cancel ]

Check the information in Imported Information, and then click Import.

If you want to import multiple files, click Read more File.
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Click Transmit.

r M
Device Properties g

Printing Format - Fazx Number
Printer Language Display Group Display all Addrosses Bl Edit Group Mame ]
ESC/PS Environmei
ESC/Page Environm [0 ot display empty |nes
£ Copy
i - Copy Operation Speed ... Name Index Number Assign Quick... = [ et ]
£ Scan o ABC admini 0001-0001 o1
Network Scan S002 ABC busi... 0001-0002 02
Mail Settings 5003 ABC design 0002-0001 03 =
Target Folder S004
Network Interface [ 5005
T EXBWC 5006
Transmit 007
Reception 5008 o
Basic
FAX to Folder Glear All Addresses Execute
E-Mail L
Communication 3
Details
Fax Number
=) Administrator Settinge
Default Mode
Administrator Infor
Password
Default Settings

] [ »

[ Tranzmit Gangel ] [ Help

E When a confirmation screen is displayed, click OK to start transmitting the settings.

Device Properties

o~

Check the Epson product to ensure the product is idle. A product malfunction may occur if this process is attempted while the product
b is in process to Scan, Print, Fax or if the product's control panel is in settings menu.

This process takes 10 seconds. Do you want to continue?
Cancel

1 O Click OK to complete transmission.

Transmission is complete,

Configuration successfully completed.

Curent Progress

O. | 0

This completes this section.
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Setting an Administrator Password

You can use an administrator password to protect device settings. The administrator password is not set by default.
Select the device you want to configure.

If the device is not displayed, check that the device or wireless adapter is turned on, or if the same segment as
the computer has a device.

Click Configuration.

Click Administrator Settings - Admin Password, and then click Change.

Device Properties lé]
Basic o Administrator Settines
-Fax output Administrator Password I [ Change... ] I
- Conditions Outp

-Junk Fax Blockir
-Save to Inbox
- Confidential Box

Report

Line

Security

User Default

- Common

- Email Server

- Date/Time

- Control Panel

- Timeout

- External Interface
Energy Saving

: - Contacts Al
E| Administrator Settinge!

- Default Mode

- Administrator Nam
- Panel Lock =

:

ot ath

« T r

Tranomit | [ Cancsl | | Heln

n Enter the password in New Password and Reenter New Password, and then click OK.

Administrator Password

Administrator Password

New Password

Reenter New Password:

After clicking O, the new password does not take effect immediately
The new password takes effect after the settings have been transmited

( 0K ] 1 Cancel

Click Transmit to set the necessary items.

It can take up to three minutes until the settings are enabled. Do not turn off the device or wireless adapter
during this time.
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Note:

The device administrator passwords are common for each application used in network settings. Make sure you
manage the administrator password carefully.

This completes this section.

Setting Items for the SYLK File

This section explains the main settings that can be set in the SYLK file.

Item

Explanation

Info_MACAddress

The MAC address for the device. A string of 12 characters.

In the batch settings function, this determines whether the device on the network
matches the information described in the SYLK file using the MAC address.

TCPIP_IPAddressAuto

Specifies whether the IP address is set manually or automatically.

For manual this is set to 5, and for automatic this is set to 1.

TCPIP_IPAddress

Specifies the IP address.

TCPIP_SubnetMask

Specifies the subnet mask.

TCPIP_Gateway

Specifies the gateway address.

EnableMSNet

Sets up Microsoft network shared printing.

This is set to 0 if shared printing is not being used, and set to 1 if it is being used.

EnableAppleTalk

Sets up AppleTalk.
This is set to 0 if AppleTalk is not being used, and set to 1 if it is being used.

Note:

#NULL# is entered for setting items that are not supported.
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